
Willmar Wye Design-Build Project
DRAFT Scoring Criteria

Note:  These criteria are subject to substantial change prior to the release of the Design-Build Request For Proposals, which is scheduled for August 2017.  No clarification process exists for these criteria, however potential Proposers are invited to offer comments to the Project Manager or Design-Build Program Manager if desired.

4.2.4.4	Maintenance (5 Points) 
[bookmark: Text55]Provide a narrative, supported by information in Appendix C if necessary, that explains the Contractor’s approach to designing and constructing a high quality product that minimizes the need for future maintenance activities, including operation costs and inspection efforts, within the areas affected by the Project. The narrative may contain specific commitments to minimize future maintenance activities.  MnDOT will evaluate the following subfactors:
· The effectiveness of the approach and commitments to minimizing future maintenance activities related to blowing or drifting snow and ice, traffic barrier, ponding and water treatment, slope erosion, and other Project infrastructure repairs.
4.2.4.6	Geometric Quality (6 Points)
Provide a narrative, supported by exhibits in Appendix C, detailing the Proposer’s intentions for the Project geometric design. State the degree to which these intentions are final commitments. MnDOT will evaluate the following subfactors:
· The effectiveness of the approach and commitments to providing safe and efficient traffic operations on all project roadways. 
4.2.4.7	Maintenance of Traffic (6 Points)
Provide a narrative, supported by exhibits in the Appendices as necessary, that describes the Contractor’s approach to construction staging and traffic management. The narrative may contain specific commitments to increase the safety and traffic flow characteristics of the maintenance of traffic plans. MnDOT will evaluate the following subfactors:
· The effectiveness of the approach and commitments to minimizing the Project’s traffic delay and congestion with a focus on commercial vehicle access to 1st Avenue and through traffic on TH 12, TH 40, and CSAH 5.
[bookmark: _GoBack]The effectiveness of the approach and commitments to maintain consistent and convenient access to local businesses, residents, farms, and other stakeholders. 
· The effectiveness of the approach to enhancing safety for motorists, workers, and others in and around the construction zone. 
4.2.4.8    Geotechnical (7 Points)
Provide a narrative that describes the Contractor’s approach to providing long-term durability and uniformity with respect to the stability and settlement performance of proposed structures, abutments, and embankments. The narrative may contain specific commitments for geotechnical innovation, efficiency, reliability, or other design, analysis, and implementation benefits associated with these proposed geotechnical works. Specifically explain the post-construction performance of similar proposed solutions on similar past projects.  MnDOT will evaluate the following subfactors:
· The effectiveness of the approach and commitments to geotechnical site characterization and the design, analysis, and construction implementation of the geotechnical works to achieve the project goals. 
· The reliability and effectiveness of the geotechnical design and construction means and methods to meet or exceed required stability and performance criteria for structures, abutments, and embankments.
