
4-1/2" APPROX.

BOLT INSERTED IN

4 FT.

AA

2-1/4" X 2-1/4"

2-1/2" X 2-1/2"

2" X 2"
5TH HOLE DOWN

TOP VIEW A-A

GROUND MOUNT TUBING ASSEMBLY

THREE WALL BASE
SQUARE TUBE

SOIL SURFACE

GALVANIZED STEEL SQUARE TUBE INSERT

 2" x 2" X 4'  12 GAUGE PREPUNCHED

SIGN PANEL

(T=•" MIN, I.D.=…" MAX, O.D.=‡" MAX)

STAINLESS STEEL WASHER AND NYLON WASHER

1-1/2"

SIGN

PANEL

FENDER  WASHERS

ZINC COATED STEEL

TWO 1-1/4" X 0.065" THICK

SQUARE TUBE

NYLON INSERT LOCK-NUT

WITH ZINC COATED STEEL

5/16" STAINLESS STEEL BOLT

FLUSH TO GROUND LINE

TOP OF BASE MOUNTED STEEL SQUARE TUBE INSERT

PREPUNCHED GALVANIZED

2-1/4" x 2-1/4" X 4'  12 GAUGE

GALVANIZED STEEL SQUARE TUBE

12 GAUGE PREPUNCHED

2-1/2" x 2-1/2" X 4'  

LOCK-NUT AND 3/8" STAINLESS STEEL WASHER

WITH ZINC COATED STEEL NYLON INSERT

3/8" X 3" LONG STAINLESS STEEL BOLT 

4 FT.

MINIMUM

THREE-WALL BASE IN SOIL

NOTES:

MOUNTING DETAIL

CONCRETE

EXISTING THICKNESS

(MIX NO. 3F52) TO MATCH

FILLED WITH CONCRETE

OR PREFORMED OPENING

4" DIAMETER CONCRETE CORE

THROUGH CONCRETE

THREE-WALL BASE CORED 

TUBING ASSEMBLY

GROUND MOUNT

WITH CONCRETE

MOUNTED FLUSH

TOP OF BASE 

TO MEET CRASHWORTHY REQUIREMENTS THE DISTANCE BETWEEN THE BOTTOM OF THE SIGN PANEL

AND THE GROUND SURFACE BELOW ANY PORTION OF THE SIGN PANEL SHALL BE A MINIMUM OF 4 FEET.

SEE TABULATIONS FOR MOUNTING HEIGHT.

SQUARE TUBE SIGN POSTS PER MnDOT SPEC. 3402.

1.

2.

3.

1 OF 1

RESTING ON 3/8" BOLT AS SHOWN

INSERTED INTO GROUND MOUNT ASSY.

GALVANIZED STEEL SQUARE TUBE RISER

1-3/4" x 1-3/4" 14 GAUGE PREPUNCHED

THE CRASH RESPONSE FOR THIS STRUCTURE IS BENDABLE.
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